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STRUCTURE 
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STRUCTURE 
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DIMENSIONS 
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DIMENSION OF TAPING PRODUCT 
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RATING AND CHARATERISTICS- 5mm 
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RATING AND CHARATERISTICS- 7mm 
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STANDARD VARISTOR-10mm 
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RATING AND CHARATERISTICS- 14mm 
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RATING AND CHARATERISTICS- 20mm 
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PULSE LIFETIME RATINGS-5mm     V-I CHARACTERISTIC CURVE 
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MECHANICAL & ENVIRONMENTAL TESTING 
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POWER DERATING CURVE  

 
Operation temperature range(18V~150V) : -40 to 85℃ 

Operation temperature range(180V~1800V) : -40 to 125℃ 

 
RESTRICTIVELY USED SUBSTANCES 

We promised that ETRONIC deliver to Customer are free from any of the environmental 

hazardous substances. (The conditions and details are from customer's requirement and 

environment requlations.) 

 

STORAGE CONDITION OF PRODUCTS 
Storage conditionTemperature：-40~125℃ / Humidity：75％RH max. Status 
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RECOMMENDED SOLDERING CONDITIONS 
Wave Flow Soldering Profile 

 

 
Recommended Reworking Conditions With Soldering Iron 

 
Temperature of Soldering Iron-tip  360 Max  

Soldering Time 2 sec Max  

Distance form coating  6 mm Min  
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QUANTITY PACKING  

UNIT (PCS)  

 
 




